
SHOWER PAN LINER PRESLOPED SHOWER PAN WITH W-S SHOWER TRAY

THIN-SET OVER SUBTRATE

PASTE SHOWER PAN + OVERLAP BONDING

FLOOD TEST

MUD BED WITH WATER-STOP

METAL LATHE OVER SUBSTRATE

MUD BED BASE

APPLY THIN-SET & WATER-STOP MEMBRANE BOUNDING

FLOOD TEST APPLY THIN-SET & TILE

THIN-SET & TILE

METAL LATHE OVER SUBSTRATEPHASE 1

TIME: 25 minsTIME: 25 mins

TIME: 1 hour		  (Min. 4-5 hours dry time)

TIME: 20 mins

MUD BED BASEPHASE 2

PAN LINER INSTALLATIONPHASE 3

TIME: 20 mins

FLOOD TESTPHASE 4

TIME: 24 hours

MUD BED TOP LAYERPHASE 5

THIN-SET & TILEPHASE 6

TIME: 1 hour

TOTAL TIME: 1,2 DAYS 

TOTAL TIME: 1 DAY 

TOTAL TIME: 2,5 DAYS 

TIME: 20 mins + 30 mins to dry

TIME: 24 hours

TIME: 1 hour		  (Min. 4-5 hours dry time)

TIME: 30 mins

TIME: 24 hours

TIME: 1 hour

TIME: 1 hour

TIME: Finishing Mud Bed + 6 hours dry time


